MONTGOMERY COUN TY COMMESSEONERS
110 West South Boulevard
Crenyfordsvifle, IN 47933
Office: (765) 361-2623
Fax: (765) 364-6367
Email: conmmissioners@uiontgommeryco.met

Website: wwwiwanontgomeryveo,net

NOTICE TO BIDDERS

Notice is hereby given the Board Of Commissioners of Montgomery County, Indiana will receive sealed
proposals.and bids for Courthouse Lot Perimeter Landscaping, until the hour of 9:00 am on Menday,
Tune A7 , 2016 at the Montgomery County Auditor’s Office, Montgomery County Courthouse,
100 E. Main Street, C1awf01dsvﬂle, Indiana for the following:

{Insext Specifications}

Bids will be opened on Monday, Tuee 2774 2016 @ 9:00 AM during a regular
Commissioners meeting, Room 103, Montgomery County Cowthouse, 100 E. Main Street Crawfordsville IN
47933,

Specifications are on file at the Montgomery County Auditor’s Office and available on the Montgomery
County website: www.montgomeryco.net. The Board of Commissioners reserves the right to waive any
formalities and technicalities and reject any or all bids if to the best interest of Montgomery County.

Dated the 23 day of May, 2016

MONTGOMERY COUNTY BOARD OF COMMISSIONERS

(ST R W e

l;'uneSD Fulwider, President

_/2{&(4; B

Phillip Bane, Vice President

C ol ot

Teny Hgé%lsmlth Member




MONTGOMERY COUNTY BUILDING ADMINISTRATION
110 W SOUTH BLVD
CRAWFORDSVILLE, IN 47933
(765) 364-6490
(765 361- 3238 FAX

Courthouse Lot Perimeter Landscaping

Notes:

1) Trees have been extracted from specifications. All plantings to be spaced equally to
compensate for tree revision.

2) Alternate plantings schedule.

Montgomery County has supplied a planting list for bid. Contractor may replace with like
or similar plantings. List of alternate plantings and specifications required with submittal.



PLANTS

PART 1 - GENERAL
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RELATED DOCUMENTS
Drawings and general provisions of the Contract, including Genéral and Suppiementary
Conditions and Division 01 Specification Sections, apply to this Section.
SUMMARY,
Section Includes:
Plants.
| i_at;ds;:ape edgingi;.
Re]ated Requirements:

1. Section (s Turf and Grasses" for turf (lawn).
2. Section {esisesl" Soil Preparation" for planting soils and testing requirements.

DEFINITIONS

Backfill: The earth used to replace or the act of replacing earth i an excavation.

Balled and Burlapped Stock: Plants dug with firm, natural balls of earth in which they were
grown, with a ball size not less than diameter and depth recommended by ANSI Z60.3 for type °
and size of plant required; wrapped with burlap; tied, rigidly supported, and drumn laced with
twine with the root flare visible at the surface of the ball as recommended by ANSI Z60.1.

Container-Grown Stock: Healthy, vigorous, ‘well-rooted plants grown in a container, with a
well-established root systern reaching sides of container and maintaining-a firm ball when
removed from container. Container shall be rigid enough to hold ball shape and protect root
mass during shipping and be sized according to ANSI Z60.1 for type and size of plant required.

Finish Grade: Elevation of finished surface of planting seil.

Planting Soil: Existing, on-site soil; imported soil; or manufactured soil that has been modifiad
with soil amendments and perhaps fertilizers to produce a soil mixture best for plant growth,

Plant; Plants; Plant Material: These terms refer to vegetation in general, including trees,
shrubs, vines, ground covers, ornamental grasses, bulbs, corms, tubers, or herbaceous

vegetation.
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Root Flare: Also called "trunk flare." The area at the base of the plant's stem or trunk where
the stem or trunk broadens to form roots; the area of transition between the root system and
the stem or trunk.

Subgrade: The surface or elevation of subsoil remaining after excavation is complete, or the
top surface of a fill or backfill before planting soil is placed.
COORDINATION

Coordination with Turf Areas (Lawns): Plant trees, shrubs, and other plants after finish grades
are established and hefore planting turf areas unless otherwise indicated.

1. - When planting 4@ shrubs, and other plants after planting turf areas, protect turf
areas, and promptly repair damage caused by planting operations.
PREINSTALLATION MEETINGS

Preinstallation Conference: Conduct conference at Project site.

ACTION SUBMITTALS
Product Data: For each type of product.

1. Plant Materials: Include quantities, sizes, quality, and sources for plant materials.

INFORMATIONAL SUBMITTALS

Qualification Data: For landscape Installer. Include list of similar projects completed by
Installer demonstrating Installer's capabilities and experience. Include project names,

~ addresses, and year completed, and include names and addresses of owners' contact persons.

PLANTS

Product Certificates: For each type of manufactured product, from manufacturer, and
complying with the following:

i Manufacturer's certified analysis of standard products.
2. Analysis of other -materials by a recognized laboratory made according to methods
established by the Association of Official Analytical Cheémists, where applicable.

Sample Warranty: For special warranty. .

Plant Availability Verification: Contractor shall provide Owner or Owner’s representative proof
of purchase from supplier and scheduled delivery date for all specified plant material no more
than 30 days from award of contract. Proof of purchase shall include botanical and common
names, sizes, and sources for all plant material. This is to ensure that all specified plant
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material will be ready for installation as required to meet construction schedule and specified
planting periods.

Planting Schedule: Indicating anticipated planting dates.

CLOSEQUT SUBMITTALS

Malntenance Data: Recommended procedures to be established by Owner for maintenance of
plants during a'calendar year. Submit before expiration of required maintenance periods.

QUALITY ASSURANCE

Installer Qualifications: A qualified landscape installer whose work has resuited in successful

establishment of plants.
1. Installer's Field Supervision: Require [nstaller to maintain an expetienced full-time

supervisor on Project site when work is in progress.

Provide quality, size, genus, species, and variety of plants indicated, complying with app-licable
requirements in ANSEZ60.1.

Measurements: Measure according to ANSI 260.1. Do hot prune to obtain required sizes.

e Shrubs: Measure with branches and trunks or canes in their normal pesition.

Take height measurements from or near the top of the root flare for field-grown stock
and container-grown stock. Measure main hody of ¢ s shrub for height and spread;
do not measure branches or roots tip to tip. Take caliper measurements 6 inches above
the root flare for trees up to 4-inch caliper size, and 12 inches above the root flare for
larger stzes.

2. Other Plants: Measure with stems, petioles, and foliage in their normal position.

T

Plant Material Observation: & may observe plant material either at place of growth or
at site before planting for compliance with reguirements for genus, species, variety, cultivar,
size, and quality.¢ Z>imay also observe trees and shrubs further for size and condition of
halls and root systems, pests, disease symptoms, injuries, and latent defects and may reject
unsatisfactory or defective material at any time during progress of work. Remove rejected
trees or shrubs immediately from Project site.

1. = of sources of planting materials seven days in advance of delivery to

DELIVERY, STORAGE, AND HANDLING

Packaged Materials: Deliver packaged niaterials in original, unopened containers showing
weight, certified analysis, name and address of manufacturer, and indication of compliance
with state and Federal laws if applicable.




-1.11

PLANTS

Bulk Materials:

1. Do not dump or store bulk materials near structures, utilities, walkways and pavements,
or on existing turf areas or plants.
2. Provide erosion-control measures to prevent erosion ot displacement of bulk materials;

discharge of soil-bearing water runoff; and airborne dust reaching adjacent properties,
water conveyahce systems, or walkways.
3. Accompany each delivery of bulk materials with appropriate certificates.

Do not prune - shrubs before delivery. Protect bark, branches, and root systems from
sun scald, drying, wind burn, sweating, whipping, and other handling and tying damage. Do ot

o

bend or hind-tie " Jshrubs in such a manner as to destroy their natural shape, Provide
protective covering of plants during shipping and delivery. Do not drop plants during delivery
and handling.

Handle planting stock by root ball.

Apply antidesiccant to & 24 shrubs using power spray to provide an adequate film over
trunks {before wrapping), branches, stems, twigs, and foliage to protect during digging,
handling, and transportation.

1. If deciduous =hrubs are moved in full leaf, spray with antidesiccant at nursery
before moving and again two weeks after planting. :

Wrap"“{%% Hshrubs with hurlap fabric over trunks, branches, stems, twigs, and foliage to
protect from wind and other damage during digging, handling, and transportation.

Deliver plants after preparations for planting have been completed, and install immediately. If
planting is delayed more than six hours after delivery, set plants@ZEEEE0in their appropiiate
aspect {sun, filtered sun, or shade), protect from weather and mechanical damage, and keep
roots moist.

1 Set balled stock on ground and cover ball with soil, peat moss, sawdust, or other
acceptable material. ‘
2. Do not remove container-grown stock from containers hefore time of planting.

3. Water root systems of plants stored on-site deeply and thqrough!y with a fine-mist
spray. Water as often as necessary to maintain root systems in a moist, but not overly
wet condition.

FIELD CONDITIONS
Field Measurements: Verify actual grade elevations, service and utility locations, irrigation

system components, and dimensions of plantings and construction contiguous with new
plantings by field measurements before proceeding with planting work.

Planting Restrictions: iSRS EEng sy Coordinate planting perlods
with maintenance periods to provide required maintenance from date of Substantial
Campletion.




C. Weather Limitations: Proceed with planting only when existing and forecasted weather
conditions permit planting te be performed when beneficial and optimum results may be
obtained. Apply products during favorable weather conditions according to manufacturer's
written instructions and warranty requirements.

1.12 WARRANTY

A Special Warranty: Installer agrees to repair or replace plantings and-accessories that fail in
rmaterials, workmanship, or growth within specified warranty period.

1. Failures include, but are not limited to, the following:

a. Death and unsatisfactory growth, except for defects resulting from abuse, lack of
adequate maintenance, or neglect by Owner,

h Structural failures including plantings falling or blowing over.
¢ -
d. Deterioration of metals, metal finishes, and other materials beyond normal
weathering. '

2. Warranty Periods: From date of Substantial Completion.

b. Ground Covers, Perennials, and Other Plants: Six months.,

3. Include the following remedial actions as a minimum:

a. Immediately remove dead plants and replace unless required to plant in the
succeeding planting season.

b. Replace plants that are more than 25 percent dead or in an unhealthy condition
at end of warranty period.

c. A limit of one replacement of each plant is required except for losses or

~ replacements due to failure to comply with requirements. .
d. Provide extended warranty for period equal to original warranty period, for

replaced plant material.

PART 2 - PRODUCTS

2.1 PLANT MATERIAL

A General: Furnish nursery-grown plants true to genus, species, variety, cultivar, stem form,
shearing, and other features indicated in Plant List, Plant Schedule, or Plant Legend indicated
on Drawings and complying with ANSIZ60.1; and with healthy root systems developed by
transplanting or root pruning. Provide well-shaped, fully branched, healthy, vigorous stock,

PLANTS
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densely foliated when in leaf and free of disease, pests, eggs, larvae, and defects such as knots,
sun scald, injuries, abrasions, and disfigurement,

2. Collected Stock: Do not use plants harvested from the wild, from native stands, from an
established landscape planting, or not grown in a nursery unless otherwise indicated.

Provide plants of sizes, grades, and ball or container sizes complying with ANSI Z60.1 for types
and form of plants required. Plants of a larger size may be used if acceptable to Architect, with
a proportionate increase in size of roots or balls.

Root-Ball Depth: Furnish > and shrubs with root balls measured from top of root ball,
which begins at root flare according to ANSI Z60.1. Root flare shall be visible before planting.

Labeling: Label at least one plant of each variety, size, and caliper with a securely attached,
waterproof tag bearing legible designation of common naime and full scientific name, including
genus and species. Include nomenclature for hybrid, variety, or cultivar, if applicable for the
plant.

If formal arrangements or consecutive order of plants is indicated on Drawings, select stock for

uniform height and spread, and number the labels to assure symmetry in planting.

)

FERTILIZERS
planting Tablets: Tightly compressed chip-type, long-lasting, slow-release, commercial-grade

planting fertilizer in tablet form. Tablets shall break down with soil bacteria, convetting
nutrients into a form that can be absorbed by plant roots.

MULCHES

Organic Mulch: Free from deleterious materials and suitahle as a top dressing of &&
shrubs, consisting of one of the following:

1. Type: Shredded hardwood bark.
2. Size Range: 3 inches maximum, 1/2 inch minimum
3. Color: Natural.

WEED-CONTROL BARRIERS

Nonwoven Geotextile Filter Fabric: Polypropylene or polyester fabric, 3 oz.fsq. vd.
{101g/sq. m) minimuim, composed of fibers formed into a stable network so that fibers retain
their relative position. Fabric shall be inert to biological degradation and resist naturally
encountered chemicals, alkalis, and acids.

[



B. - Composite Fabric: Woven, needle-punched polypropylene substrate honded to a nonwoven
polypropylene fabric, 4.8 oz./sq. yd. ' '

2.5 PESTICIDES

A General: Pesticide registered and approved by the EPA, acceptable to authorities having
jurisdiction, and of type recommended by manufacturer for each specific problem and as
required for Project conditions and application. Do not use restricted pesticides unless
authorized in writing by authorities having jurisdiction.

B. Pre-Emergent Herbicide (Selective and Nonselective): Effective for controlling the germination
or growth of weeds within planted areas at the soil level directly below the mulch layer.

C. post-Emergent Herbicide {Selective and Nonselective): Effective for controlling weed growth
that has already germinated.

2.6 LANDSCAPE EDGINGS

A. Steel Edging: standard commercial-steel edging, fabricated in sections of standard lengths,
with [oops stamped from or weldéd to face of sections to receive stakes. ‘
1. Edging Size: As indicated on Drawings.
2. Stakes: Tapered steel, a minimum of 15 Inches long.
3. Accessories: Standard tapered ends, corners, and splicers.
4, Einish: Manufacturer's standard paint.

a. Paint Color: Black,

27 MISCELLANEOUS PRODUCTS

A. . Antidesiccant: Water-insoluble emulsion, permeable moisture retarder, film forming, ford
@mbshrubs. Deliver in original, sealed, and fully labeled contaihers and mix according to
manufacturer's written instructions. :

B.  Burlap: Non-synthetic, biodegradable.
PART 3 - EXECUTION

3.1 EXAMINATION

A, Examine areas to receive plants, with installer present, for compﬁa'nce with requirements and
conditions affecting installation and performance of the Work.

1 Verify that no foreign or deleterious material or Hquid such as paint, paint washout,
concrete slurry, concrete layers or chunks, cement, plaster, olls, gasoling, diesel fuel,

PLANTS 329300-7
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paint thinner, turpentine, tar, roofing compound, or acid has been deposited in soll
within a planting area.
2, Verify that plants and vehicles loaded with plants can travel to planting locations with
adequate overhead clearance. '
3. Suspend planting operations during periods of excessive soil moisture until the moisture
+ content reaches acceptable levels to attain the required results.
4, Uniformly moisten excessively dry soil that is not workahle or which is dusty.

If contamination by foreign or deleterious material or liguid is present in soil within a planting
area, remove the soil and contamination as directed by @5 2hand replace with new
planting soil. '

Proceed with installation only after unsatisfactory conditions have been corrected.

- PREPARATION

Protect structures, utilities, sidewalks, paverments, and other facilities and turf areas and
existing plants from damage caused by planting operations. |

Install erosion-control measures to prevent erosion or displacement of soils and discharge of
soil-bearing water runoff or airborne dust to adjacent properties and walkways.

Lay out individual tree and shrub locations and areas for multiple plantings. Stake locatlons,
outline areas, adjust locations when requested, and obtain /&E2E3! acceptance of layout
hefore excavating or planting. Make minor adjustments as required.

Lay out plants at locations directed by@E2 3, Stake locations of individual trees and shrubs
and outline areas for multiple plantings.

PLANTING AREA ESTABLISHMENT

General Prepare planting area for soil placement and mix planting soil according to

Before planting, obtain &2
eroded ar otherwise disturbed after finish grading.

Application of Mycorrhizal Fungl: At time directed by GEBEEH
uniformly over prepared soil at application rate accordmg to manufacturer's written
recommendations.

EXCAVATION FORY;

Planting Pits and Trenches: Excavate circular planting pits.

329300-8
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1. Excavate planting pits with sldes sloping inward at a 45-degree angle. Excavations with
vertical sides are unacceptable. Trim perimeter of bottom leaving center area of bottom
raised slightly to support root ball and assist in drainage away from center. Do not
further disturb base. Ensure that root ball will sit on undisturbed base scil to prevent
settling. Scarify sides of ptanting pit smeared or smoothed during excavation.

2. Excavate approximately three times as wide as hall diameter for balled and burlapped
and container-grown stock,

3, Excavate at least 12 inches wider than root spread and deep enough to accommodate
vertical roots for bare-root stock. '

4. Do not‘excavate deeper than depth of the root ball, measured from the root flare to the
hottom of the root hall.

5. If area under the plant was initially dug too deep, add soi! to raise it to the correct level
and thoroughly tamp the added soil to prevent settling.

6. Maintain angles of repose of adjacent materials to ensure stahility. Do not excavate
subgrades of adjacent paving, structures, hardscapes, or other new or existing
improvements. _

7. Maintain supervision of excavations during working hours.

8. Keep excavations covered or otherwise protected overnight or when unattended by
installer's personnel. .

9.°  If drain tile is indicated on Drawings or required under planting areas, excavate to top of

porous hackfill over tile.

Backfill Soil: Subsoil and topsoil removed from excavations may be used as backfill soil unless
otherwise indicated.

Yo

Obstructions: Notify @282 2% if unexpected rock or obstructions detrimental to trees or
shrubs-are encountered in excavations,

Drainage: Notify &2 D if subsoil conditions evidence unexpected water seepage or
retention in tree or shrub planting pits.

Fill excavations with water and allow to percolate away hefore positioning trees and shrubs.

) SHRUB PLANTING

Inspection: At time of planting, verify that root flare is visible at top of root hall according to
ANSI Z60.1. If root flare is not visible, remove soll In a level manner from the root ball to where
the top-most root emerges from the trunk. After soil removal to expose the root flare, verify
that root ball still meets size requirements.

Roots: Remove stem girdling roots and kinked roots. Remove injured roots by cutting cleanlif;
do not break.

Balled and Burlapped Stock: Set each plant plumb and in center of planting pit or trench with
root flare 1 inch ahove adjacent finish grades.

1. Backfill: Planting soil
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2. After placing some backiill around root ball to stabilize plant, carefully cut and remove
hurlap, rope, and wire baskets from tops of root balis and from sides, but do not remove
from under root halls. Remave pallets, if any, before setting. Do not use planting stock if
root hall is cracked or broken before or during planting operation.

3. Backfill around root ball in layers, tamping to settle soil and eliminate voids and air
pockets. When planting pit is approximately one-half filled, water thoroughly hefore
pacing remainder of backfill. Repeat watering until no more water is absorbed.

4, Place planting tablets equally distributed around each planting pit when pit is
approximately one-half filled. Place tablets heside the root ball about 1 fnch from root
tips; do ot place tablets in bottom of the hole.

a. Quantity: Two peré

5. Continue hackfilling process. Water again after placing and tamping final layer of soil.

Container-Grown Stock: Set each plant plumb and in center of planting pit or trench with root
flare 1 inch above adjacent finish grades.

1. Backfill: Planting soil

2. Carefully remove root hall from container without damaging root ball or plant.

3. Backfill around root hall in layers, tamping to settle soil and eliminate voids and air
pockets, When planting pit is approximately one-half filled, water thoroughly bhefore
placing remainder of backfill. Repeat watering until no more water is absorbed.

4. Place planting tablets equally distributed around each planting pit when pit is
approximately one-half filled. Place tablets beside the root ball about 1 inch from root
tips; do not place tablets in bottom of the hole.

5. Continue hackfilling process. Water again after placing and tamping final layer of soil.

Slopes: When planting on slopes, set the plant so the root flare on the uphill side is flush with

the surrounding soil on the slope; the edge of the root ball on the downhill side will be ahove

the surrounding soil. Apply enough soil to cover the downhill side of the root hall,

D SHRUB PRUNING

Remove only dead, dying, or broken branches. Do not prune for shape.

PLANTS

Prune, thin, and shape i85

arboricultural practices. Unless otherwise indicated by ,, 3
remove only injured, dying, or dead hranches from@zEE@Eiishrubs; and prune to retain
natural character. '

Do not apply pruning paint to wounds.
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‘planting saucers, &

GROUND COVER AND PLANT PLANTING

Set out and space ground cover and plants other than trees and shrubs as indicated on
Drawings in even rows with triangular spacing.

Use planting soii for hackfill,
Dig holes large enough to allow spreading of roots.

For rooted cutting plants supplied in flats, plant each in a manner that minimally disturbs the
root system hut to a depth not less than two nodes

Work soil around roots to eliminate air pockets and leave a slight saucer indentation around
plants to hold water.

Water thoroughly after planting, taking care not te cover plant crowns with wet soil.

Protect plants from hot sun and wind; remove protection if plants show evidence of recovery
from transplantmg shack.

PLANTING AREA MULCHING

Install weed-control barriers before mulching according to manufacturer's written instructions.
Completely cover area to be mulched, averfapping edges a minimum of 6 inches and secure
seams with galvanized pins.

Mulch backfilled surfaces of planting areas and other areas indicated.

EDGING INSTALLATION

Steel Edging: Install -steel edging where indicated according to manufacturer's written
instructions. Anchor with steel stakes spaced approximately 30 inches apart, driven below top
elevation of edging.

PLANT MAINTENANCE

Maintain plantings by pruning cultlvatlng, watermg, weedmg, fertilizing, mulching, restoring

i : h resetting to proper grades
or vertical position, and performing other operations as required to establish healthy, viable
plantings.

Fill in, as necessary, soil subsidence that may occur because of settling or other processes.
Replace mulch mateiials damaged or lost in areas of subsidence.

Apply treatments as required to keep plant materials, planted areas, and soils free of pests and
pathogens or disease. Use integrated pest management practices when possible to minimize
use of pesticides and reduce hazards. Treatments include physical controls such as hosing off
foliage, mechanicai controls such as traps, and biological control agents,
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PESTICIDE APPLICATION

Apply pesticides and other chemical preducts and biological control agents according to
authorities having jurisdiction and manufacturer's written recommendations. Coordinate
applications with Owner's operations and others in proximity te the Work. Notify Owner
before each application is perfarmed.

Pre-Ermergent Herbicides (Selective and Nonselective): Apply to €€ 2 shrub, and ground-cover
areas accarding to manufacturer's written recommendations. Do not apply to seeded areas.

Post-Emergent Herbicides {Selective and Nonselective): Apply only as necessary to treat
already-germinated weeds and according to manufacturer's written recommendations.

REPAIR AND REPLACEMENT

General: Repair or replace existing or new & Z=7 planis that are damaged by
construction operations, in a manner approved by z

1. Submit details of proposed pruning and repairs.
2. Perform repalrs of damaged trunks, branches, and roots within 24 hours, if approved.
3. Replace && 72 plants that cannot be repaired and restored to full-growth

status, as determmed by Architect.

CLEANING AND PROTECTION

During planting, keep adjacent paving and construction clean and work area in an orderly
condition. Clean wheels of vehicles hefore leaving site to avoid tracking soil onto roads, walks,
ot other paved areas,

Remove surplus soil and waste material including excess subsoil, unsuitable soil, trash, and
debris and legally dispose of them off Qwner's property.

Protect plants from damage due to Jandscape operations and operations of other contractors
and trades. Maintain protection during installation and maintenance periods. Treat, repair, or
replace damaged plantings.

After installation and before Substantial Completion, remove nursery tags, nursery stakes, tle
tape, labels, wire, burlap, and other debris from plant material, planting areas, and Project
site.




3.14 MAINTENANCE SERVICE
A Maintenance Service for 8 Shrubs, Ground Cover and Other Plants: Provide maintenance
by skilled employees of Iandscape Installer, Maintain as required in "Plant Maintenance"
Article. Begin maintenance immediately after plants are installed and contmue until plantings
are acceptably healthy and well estahlished, but for not less than mamtenance perfod helow:
L Maintenance Period: 12 months from date of Substantial Completion.
B. Notify Owner in writing at end of maintenance period.
END OF SECTION

PLANTS
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